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GENERAL NOTES
ALL ELEVATIONS REFER TO USGS MEAN SEA LEVEL DATUM.

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER
SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED. THE CONTRACTOR
SHALL PROTECT AND CAREFULLY PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED
SURVEYOR OR AGENT HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION
THE CONTRACTOR WILL BE RESPONSIBLE FOR HAVING AN AUTHORIZED SURVEYOR
RE-ESTABLISH ANY SECTION OR SUBSECTION MONUMENTS DESTROYED

BY HIS OPERATIONS.

ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN
THE EDITION AS INDICATED BY THE NUMBER LISTED OR THE COPY OF STANDARD
INCLUDED IN THESE PLANS.

THE THICKNESS OF THE HOT-MIX ASPHALT MIXTURE SHOWN ON THE PLANS IS THE NOMINAL
THICKNESS. DEVIATION FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH
DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE OR BASE ON

WHICH THE HOT-MIX ASPHALT MIXTURE IS PLACED.

ABANDONED UNDERGROUND UTILITIES THAT CONFLICT WITH CONSTRUCTION SHALL BE
DISPOSED OUTSIDE THE LIMITS OF RIGHT OF WAY ACCORDING TO ARTICLE 202.03 OF
THE STANDARD SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER., THIS WORK WILL
NOT BE PAID FOR SEPARATELY BUT SHALL BE CONSIDERED INCLUDED IN THE COST OF
EARTH EXCAVATION AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

THE HOT-MIX ASPHALT SURFACE OF ALL MAILBOX TURNOUTS, PRIVATE ENTRANCES,
COMMERCIAL ENTRANCES, AND SIDE ROADS SHALL BE MADE NEATLY AND IN A
WORKMAN LIKE MANNER, AND SHALL ACCURATELY CONFORM TO THE SHAPES AND
DIMENSIONS SHOWN IN THE PLAN DETAILS. IF REQUIRED BY THE ENGINEER, THE
CONTRACTOR WILL BE REQUIRED TO SAW CUT THE HOT-MIX ASPHALT SURFACE TO
CONFORM TO THE SHAPES AND DIMENSIONS SHOWN IN THE PLAN. DETAILS. THIS
WORK SHALL BE CONSIDERED INCLUDED IN THE COST OF THE HOT-MIX ASPHALT
QUANTITIES.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR
TO CONSTRUCTION AND ORDERING OF MATERIALS.

PROTECTIVE COATING SHALL BE APPLIED TO THE SURFACE OF NEW CONCRETE ACCORDING
TO SECTION 420 OR SECTION 503 OF THE STANDARD SPECIFICATIONS.

ALL TREES, BRUSH, AND SHRUBS WITHIN THE CONSTRUCTION LIMITS WILL BE REMOVED

IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS. ONLY THOSE TREES

DESIGNATED BY THE ENGINEER OR LISTED IN THE TREE REMOVAL SCHEDULE

SHALL BE REMOVED. TREES ALONG THE EDGE OF THE RIGHT OF WAY SHALL BE SAVED IF.
IN THE OPINION OF THE ENGINEER, THEY DO NOT INTERFERE WITH CONSTRUCTION
OPERATIONS. THE CONTRACTOR WILL PROTECT ALL REMAINING TREES FROM

DAMAGE DUE TO HIS OPERATIONS.

ILLINOIS STATE LAW REQUIRES A 48-HOUR NOTICE TO BE GIVEN TO UTILITIES BEFORE DIGGING.
FIELD MARKING OF FACILITIES MAY BE Gi3TAINED.BY CONTACTING J.U.L.I.LE. OR FOR NON-MEMBERS,
THE UTILITY COMPANY DIRECTLY. AGENCIES KNOWN TO HAVE FACILITIES WITHIN THE PROJECT
ARE AS FOLLOWS:

VE_GROUND BELOW GROUND
*AMEREN UE *AMERITECH

*FOSTERBURG WATER

*[L AMERICAN WATER - ALTON
*AMEREN UE

*MCI WORLDCOM

*AT&T CABLE SERVICES
*SPRINT

*CHARTER COMMUNICATIONS

MEMBERS OF J.U.L.I.E. (800)-892-0123 ARE INDICATED BY . NON J.U.L.L.E. MEMBERS MUST BE
NOTIFIED INDIVIDUALLY.

THE DISTRICT'S NUCLEAR DENSITY SUPERVISOR SHALL BE CONTACTED UPON COMPLETION OF THE
SUBGRADE AND PRIOR TO THE LIME STABILIZATION PROCESS TO.DETERMINE THE NECESSITY OF THE
LIME STABILIZATION. IF THE SUBGRADE IS FOUND NOT TO REQUIRE REMEDIAL PROCEDURES, THE
LIME STABILIZATION WILL NOT BE CONDUCTED.

A QUANTITY FOR TEMPORARY PAVEMENT MARKING EQUAL TO THE AMOUNT OF PERMANENT
PAVEMENT MARKING HAS BEEN ADDED TO THE PLANS.

THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT:
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24,
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MIXTURE USE SURFACE BINDER INCIDENTAL BASE COURSE SHOULDERS
AC/PG PG 64-22 PG 64-22 PG 64-22 PG 58-22 PG 58-22
RAP 7 (MAX) 10% 157 107 307 30%

DESIGN AIR VOIDS 4.07.eNdes=70 4.07.eNdes=T0 4.07eNdes=T0 2.0%@eNdes=50

2.07eNdes=30

MIX COMPOSITION

(GRADATION MIXTURE) IL 19.0 IL 19.0

FRICTION AGG MIXTURE C MIXTURE B MIXTURE C BASE CSE

BAM

GENERAL NOTES

SEEDING SHALL BE PLACED ON ALL AREAS THAT ARE DISTURBED BY CONSTRUCTION
OPERATIONS AS DIRECTED BY THE ENGINEER. ALL AREAS DISTURBED BY THE
CONTRACTOR OUTSIDE THE PROPOSED CONSTRUCTION LIMITS SHALL BE SEEDED, AS
DIRECTED BY THE ENGINEER, AT THE CONTRACTOR’S EXPENSE.

FERTILIZER NUTRIENTS SHALL BE APPLIED TO BOTH THE SEEDED AREAS AND THE AREAS
COVERED WITH EROSION CONTROL BLANKET.

DO NOT INCLUDE MULCH OR EMULSIFIED ASPHALT ON EROSION CONTROL BLANKET AREAS.

IF ANY UNSUITABLE MATERIAL IS ENCOUNTERED DURING CONSTRUCTION, IT WILL BE
NECESSARY TO REMOVE THE UNSUITABLE MATERIAL AND REPLACE IT WITH A SUITABLE
MATERIAL AS APPROVED BY THE ENGINEER. THIS WILL BE PAID FOR ACCORDING TO
ARTICLE 103.04.

THE CONTRACTOR SHALL FURNISH AND INSTALL WOOD SIGN POST SUPPORTS IN ACCORDANCE
WITH SECTION 730 OF THE STAND2RD SPECIFICATIONS.

ALL EROSION CONTROL PRODUCTS FURNISHED SHALL BE SPECIFICALLY
RECOMMENDED BY THE MANUFACTURER FOR THE USE SPECIFIED IN THE
EROSION CONTROL PLAN. PRIOR TO THE APPROVAL AND USE OF THE
PRODUCT, THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER A NOTARIZED
CERTIFICATION BY THE PRODUCER STATING THE INTENDED USE OF THE
PRODUCT AND THAT THE PHYSICAL PROPERTIES REQUIRED FOR THIS
APPLICATION ARE MET OR EXCEEDED. THE CONTRACTOR SHALL PROVIDE
MANUFACTURER RECOMMENDED INSTALLATION PROCEDURES TO FACILITATE
THE ENGINEER IN CONSTRUCTION INSPECTION.

ROAD CONSTRUCTION AHEAD” SIGNS SHALL BE PLACED AT THE BEGINNING
AND END OF THE PROJECT PLUS THE INTERSECTING SIDE ROADS AND WILL
BE CONSIDERED TO BE INCLUDED IN THE TRAFFIC CONTROL PAY ITEMS.
ALL CONSTRUCTION SIGNS SHALL BE FLUORESCENT ORANGE IN COLOR.

ALL EXCAVATED AREAS DUE TO WIDENING OPERATIONS SHALL BE PROTECTED
WITH EXTENDED LEG BARRICADES WITH APPROPRIATE LIGHTS.

FLAGMEN SHALL BE PRESENT DURING ALL CLOSURE HOURS INCLUDING LUNCH
HOUR AND NO ADDITIONAL COMPENSATION SHALL BE ALLOWED.

THE PROPOSED EMBANKMENT SHALL BE BENCHED INTO THE EXISTING SLOPES
TO THE SATISFACTION OF THE ENGINEER.

STRAW BALES, HAY BALES, PERIMETER EROSION BARRIER, AND SILT FENCES
WILL NOT BE PERMITTED FOR TEMPORARY OR PERMANENT DITCH CHECKS.
DITCH CHECKS SHALL BE COMPOSED OF AGGREGATE, SILT PANELS, ROLLED
EXCELSIOR, OR SILT WEDGES.

IF THERE IS A DISCREFANCY BETWEEN THE RIGHT OF WAY SHOWN ON THE PLANS
AND THE PLAT OF HIGHWAYS, THE PLAT OF HIGHWAYS ALWAYS TAKES PRECEDENCE.

THE FOLLOWING RATES OF APPLICATION HAVE BEEN ASSUMED IN CALCULATING PLAN QUANTITIES:
GRANULAR MATERIALS 2.5 M TONS /7 CU M

BITUMINOUS MATERIALS (PRIME COAT) ON PAVEMENT 0.00041 M TONS 7/ SQ M
BITUMINOUS MATERIALS (PRIME COAT) ON AGGREGATE 0.00155 M TONS 7/ SQ M
AGGREGATE PRIME COA1 0.0022 M TONS 7/ SQ M
HOT-MIX ASPHALT BINDER COURSE AND SHOULDERS 0.00244 M TONS / SQ M / MM
HOT-MIX ASPHALT SURFACE COURSE 0.00262 M TONS / SO M / MM

LIME 68.56 KG /7 CU M
MIXTURE FOR CRACKS, -i0INTS AND FLANGEWAYS 0.000325 M TONS 7/ SQ M

1 METRIC TON = 1000 «G
BITUMINOUS MATERIALS: 1 LITER = 0.00091 M TONS

COMMITMENTS
NO COMMITMENTS HAVE BEEN MADE FOR THIS PROJECT.
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